
Type: PCS Product:

CONSOLE 1 SOUNDCRAFT Vi3000 
WITH. VI STAGEBOX 64in/32out + SOUNDCRAFT REALTIME RACK CORE

FOH RACK 1 CD PLAYER

PA TOP 4 KV2 ES1.0

PA SUB 4 KV2 ES2.6

PA SUB 4 KV2 ES1.8

PA AMP. 4 KV2 EPAK 2500R

PA DELAY BALKONY 2 KV2 EX10 ( Aktive )

PA INNER FILL 2 JBL PRX 612  ( Aktive )

MONITORS 8 ADAMSON M15

MONITOR AMP 3 LAB C68:4 + ADAMSON DLP-4080 PROCESSOR (6 SENDS)

SPARE MONITOR / SIDEFILL 2 Mackie SRM450 Active speakers

MICROPHONE 7 SHURE BETA 58

MICROPHONE 6 SHURE SM-58

MICROPHONE 2 SHURE BETA 57

MICROPHONE 5 SHURE SM 57

MICROPHONE 1 SHURE BETA 87A

MICROPHONE 1 SHURE BETA 52

MICROPHONE 1 SHURE BETA 91A

MICROPHONE 1 AKG D-112

MICROPHONE 4 AKG C-535

MICROPHONE 3 AKG 451

MICROPHONE 2 SENHEISER E-906

MICROPHONE 6 SENHEISER E-604 (CLIP)

MICROPHONE 2 SENHEISER MD 421

MICROPHONE 2 DPA IMK 4099 

MICROPHONE 1 SHURE PGX WIRELESS W. BETA 58 MIC.

MICROPHONE 1 RØDE HS1 HEADSET
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Close to FOH view

OVERALL SOUND LEVEL IS 102 dBA / 15 MIN. LE

FOR DEATAILS REGARDING STAGE PLEASE SEE LIGHT / STAGE SPECS.
FOR DETAILED INFO REGARDING PA, PLEASE GO TO www.kv2audio.com

Production Manager:  
Daniel Friis Kjær
Mail: daniel@fermaten.dk 
Phone: + 45 4181 7473

Type: PCS Product:

LINEDRIVER 2 Radial ProD2 Passive Stereo DI

LINEDRIVER 1 RADIAL. JPC STEREO PC DI BOX

LINEDRIVER 1 RADIAL. JDX Reactor Guitar amp Direct

LINEDRIVER 6 BSS AR-133

HEADPHONES 1 AKG K240

SOUND LEVEL MONITOR 1 10 EAZY (102dBA / 15 MIN.)

ELECTRIC PIANO 1 YAMAHA P-200

GRAND PIANO 1 YAMAHA C3
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