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Type: PCS: Product: Comments

ARMATUR ROBE ROBIN DLS PROFILE SPOT LED ( Front )

8 ROBE ROBIN DL4X PROFILE SPOT LED ( Stage )

8 ALKALITE TP81 LED FIXTURE

16 ROBE LED BEAM 100

6 TEATRO SPAZIO FRESNEL 1000W 

3 EU DMX hungaroflash

6 2 WAY BLINDER

DIMMER 48 ch 2 X LSC EKO 24 CH

CONSOLE 1 AVOLITES TIGER TOUCH 2 ( Titan Software )

SMOKE 2 LE MAITRE MVS HAZER

MISC. 1 LSC DMX SPLITTER

1 SPARE DMX LINES FROM FOH

1 SPARE PIPE FOR BACK DROPS

1 HOUSE BACKDROP BLACK MOLTON

ALL RIG IS LITEC QX30S

RIG IS HUNG IN 4 X 500KG MOTORIZED HOISTS

PROJECTOR 1 MITSUBISHI WD8200BL, 6500 ANSI, WXGA

SCREEN 1 6 X 4 M WHITE MOVIE SCREEN, MOTORISED

Fermaten / Smallegade 4 / 7400 Herning / henrik@fermaten.dk/ Phone: +45 51512812

6

AVOLITES TIGER TOUCH FADER WING

EXTRA SCREEN ILYAMA Prolite t2252msc



Stage Area:

STAGE 9,5 X 5 X 0.8M. 1

RISERS 6 PCS. 1 X 2M, HEIGHT 20-80 CM 1

CLEARANCE FROM FLOOR TO CEILING 5,7 m

FROM STAGE FLOOR TO CEILING 4,9 m

FROM STAGE FLOOR TO RIG 4,2 m

LOAD IN DIRECTLY TO STAGE AREA VIA LIFT OR RAMP.
LIFT DOOR 1,2M X 2 M, LIFT PLATFORM 1,9M X 1,9M
DOOR OPENING 1,8M X 2,0M

STAGE VIEW
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